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Setup KIP Windows Driver in TCP/IP Mode 

1. Go to Start --> Printers and Faxes  

 

 

 

 

 

 

 

2. Click on File --> Server Properties  

 

 

 

3. Click on the Ports tab  

4. Click Add Port 

 

 

 

 

5. Highlight Standard TCP/IP Port and the select New Port 

6. Click on Next 
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7. Enter the IP address of the KIP Printer (works much better 

with a static IP address) 

8. Click Next (may take a minute to determine what it is 

connecting to)  

 

 

 

9. Under Device Type, click on Custom and then Settings  

10. Select LPR under Protocol 

 

 

 

 

11. Under LPR Settings type in the default queue name on the KIP 

controller (This is the printer object name, typically KIP) 

12. Select Enable LPR Byte Counting  

13. Click OK, then Next to review the options and then Finish 

 

 

 

 

At this point you have just installed the port. Now you can go through the standard Add a Printer Wizard 

to add the KIP printer, just select this port when you add the printer. 
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Appendix 

File Structure Overview 

When the printer driver is unzipped and copied to the Hard Disk of the system where it will be installed, 

the directory and file structure are as follows: 

\KUWPD 

\KUWPD\AMD64 

\KUWPD\Vistax64 

\KUWPD\Vistax86 

\KUWPD\WIN2000 

\KUWPD\WINXPx86 

\KUWPD\WINXPx64 

\KUWPD\WIN2003x86 

\KUWPD\WIN2003x64 

 

AMD64 

Copy64.exe - utility to properly place x64 files in support path structure 

Microsoft.VC80.CRT.manifest – Microsoft compiler manifest file 

msvcr80.dll - Microsoft DLL needed. 

 

WIN2000 

Kaw2kppm.dll- Printer Port Monitor for Microsoft Windows 2000 

Kipgs24.ppd- Postscript Printer Definition File 

Kipgs400.ppd- Postscript Printer Definition File 

Kipgs600.ppd- Postscript Printer Definition File 
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Kipgs1020.ppd- Postscript Printer Definition File 

Kuwxppd.dll- Printer Driver DLL for Microsoft Windows 2000 / XP / 2003 

Kuwxppui.dll- Printer Driver User Interface for Microsoft Windows 2000 / XP / 2003 

Monitor.inf- Printer Port Monitor installation file for Microsoft Windows 2000 

Plotter.inf- Printer Driver installation file Microsoft Windows 2000 

 

WINXP 

Amd64 

Kuwxppd.dll- Printer Driver DLL for 64 bit systems 

Kuwxppms.dll- Printer Port Monitor for 64 bit systems 

Kuwxppmu.dll- Printer Port Monitor User Interface for 64 bit systems 

Kuwxppmui.dll-  Printer Driver Interface for 64 bit systems 

i386 

Kuwxppm.dll- Printer Port Monitor for Microsoft Windows 2000 / XP / x64 / 2003 

Kipgs24.ppd- Postscript Printer Definition File 

Kipgs400.ppd- Postscript Printer Definition File 

Kipgs600.ppd- Postscript Printer Definition File 

Kipgs1020.ppd-  Postscript Printer Definition File 

Kuwxppd.dll- Printer Driver DLL for Microsoft Windows 2000 / XP / x64/ 2003 

Kuwxppui.dll- Printer Driver User Interface for Microsoft Windows 2000 / XP / x64  

Monitor.inf- Printer Port Monitor installation file for Microsoft Windows XP / x64 / 2003 

Plotter.inf- Printer Driver installation file Microsoft Windows XP / x64 / 2003 
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Printing Hints 

Issue: Adobe Acrobat 6.X products, when printing with KIP GL output language and large size (E-Size or 

larger) documents has potential to miss or clip off data prematurely. 

Solution: Adobe Acrobat 7.X products correct this issue.  Acrobat 6.X requires the use of KIP Script output 

to solve this issue (choose KIP Script in the drivers Printing Preferences prior to opening Acrobat 6) 

Issue: Printing from Adobe products such as Acrobat Reader requires Postscript output.   

Solution:  Default the “Printing Preferences” of the KIP driver to KIP Script prior to opening the Adobe 

application.  Printing of KIPScript data also requires the Powerscript3 option on the KIP Controller. 

Issue: The output format for driver MUST be chosen before entering an application to ensure proper 

output format. 

Solution:  Ensure output format is set in Printing Preferences before launching an application. 

Issue: Printing from AutoCAD products with large and/or complex amounts of embedded raster objects 

will cause a very large output file / spool file size.  

Solution: It is suggested to use dedicated KIP ADI/HDI for complex raster printing from AutoCAD 

products. 
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